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Release Notes

Version Release Date Notes
1.0 June 2013 Initial release
2.0 October 2013 Correct some typo errors
3.1 October 2013 Modify some error
Add console connection setting
4.0 November 2013 Add Ubuntu root password
5.0 December 2013 Modify u-boot arguments
6.0 January 2014 Add 5 Open Frame HMI Panel-PC
Add the procedure of updating firmware
7.0 February 2014 via USB dongle or MicroSD
7.1 February 2014 Remove WiFi Manager
8.0 March 2014 Add null modem adapter
: Modify Ubuntu touch re-calibration
9.0 April 2014 guideline
Modify P.12
9.1 May 2014 Remove null modem adapter in package
9.2 July 2014 Add SBC (P4, 7,9, 12)
9.3 August 2014 Sleep mode on Android & Ubuntu
9.4 October 2014 Separately list D200 product (P.4)
Disclaimer

This documentation is provided for use with DELTA COMPONENTS products. No license to
DELTA COMPONENTS property rights is granted. DELTA COMPONENTS assumes no liability
and provides no warranty either expressed or implied relating to the usage or intellectual property
right infringement that may result from its use.

DELTA COMPONENTS provides this document “as is,” without warranty of any kind, expressed
or implied, including, but not limited to, its particular purpose. DELTA COMPONENTS may make
changes to this document without notice.
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1. Package Contents

1.1 Single Board Computer

Single board computer includes SBC series

ltem Notes
SBC Board
Power Adapter
RS232 IDC cable Pin header for DB9
CD Software and User's Manual

1.2 Open Frame Panel-PC Smart Display

Open Frame Panel-PC smart display products includes 7", 10,1", 15" and 21,5" series
ltem Notes
Open Frame Panel-PC

Power Adapter
RS232 IDC cable Pin header for DB9
CD Software and User's Manual

1.3 Panel-Mount Panel-PC All-in-One Embedded Computer

All-in-One embedded computer products includes 7" and 10,1" series

Item Notes
Panel-Mount Panel-PC
Power Adapter
RS232 IDC Cable Pin Header for DB9
CD Software and User's Manual

1.4  Other specially: 5" Open Frame Panel-PC

This kind of products is only include 5" Open Frame Panel-PC

ltem Notes
Open Frame Panel-PC
Power Adapter
RS232 IDC cable Pin header for DB9
C220 Debug Board 5" Open Frame Panel-PC only
CD Software and User's Manual
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2. Overview
2.1 Single Board Computer

CAN Bus RS-485 Headphones Sepakers(L/R) Console (Debug)
H RS-232 - mIC PC
| ﬂ ﬂ B § o

MIPI interface

LVDS Output

mini PCI-E
for 3G module
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! Touch

TTL output ’

SATA
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HDMI Out 1.4a 10/100/1G Ethernet ‘
microSD Card Slot Wi-Fi 802.11 b/g/n
USB 2.0 OTG 2 x USB 2.0 Host ports
Top View
SIM card slot

4GB MLC eMMC Flash DDR Il memory

Bottom View
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2.2  Open Frame Panel-PC Smart Display

Android Enabled Device

Ubuntu Enabled Device
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2.3 5" Open Frame Panel-PC Smart Display

Bottom View

(The based board is ARM Cortex A9 SBC)
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2.4  Panel-Mount Panel-PC All-in-One Embedded Computer

Ubuntu enabled device showing ports on each side

Android enabled device with wireless antennas attached
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3. Setup

3.1 Connecting the Debug Port to PC

During development, it is a good idea to connect using the debug port.
There are different port location between 5" Open Frame Panel-PC and the other series.

® ARM Cortex A9 SBC / 5" Open Frame Panel-PC
Find the debug port on ARM Cortex A9 SBC / 5" Open Frame Panel-PC
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Connect the cable on C220 debug board to the debug port of
ARM Cortex A9 SBC / 5" Open Frame Panel-PC

Connect a RS232 IDC cable to C220 debug board

'O . - .
. 7 50 LN & 2“2

6 28 T .»4.:
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® Other ARM Cortex A9 SBC / Panel-Mount- / Open Frame Panel-PC Series
Find the debug port on ARM Cortex A9 SBC series board

£50092C8d

L, iy *H D S0 E g
§I.n,...-mm ! Brio o iz 861-€090-OXN
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Connect to PC

Turn on the PC, run the terminal program, and open the COM port. We use TeraTerm.
You can find this tool and the user guide on our wiki page online.

DB9 null modem cable

For ARM Cortex A9 SBC

DEY Female to DBE9 Female
Mull Madem Cable

DBY Female
Bach af

Connector

ummnnm =
WAL AL

UART1 is dedicated as the debug port. UART1 default settings are Baud Rate
115200, 8 data bits, no parity, 1 stop bit and no flow control.

A DB9 null modem cable (or adapter) is required when you want to connect UART1
to a PC with terminal emulation software such as TeraTerm.
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Pin Assignment: RS232 IDC Cable and Null Modem Adapter

1TA COMPONFENTS

We prefer to use this kind of adapter if your DB9 cable is straight through cable. (Not

cross-connected)

O Console box header (CN3 on PCB) pin assignment

OOOO®
@00d

B RS232 IDC cable: pin header for DB9

l

2.0 mm Pitch,
8 pin with Key

P2
1

5

—

i o

2

g

—

D-Sub 9 PIN, FEMALE

B Null modem adapter: male-to-male for DB9

P1 P2
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° - °
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3.2 Start Running

After connecting to the debug port, please power on the device to start.

1. Before logging into the system, you can enter into the U-Boot environment to
check some variables. After powering on, quickly hit the Enter key within 3
seconds when you see the message below.

Hit any key to stop autoboot: 3

2. Type ‘?° or ‘help’ to get all U-Boot commands and more details.
3. Type printev on the U-Boot shell to see the current environmental variables

> printenv

4. Use the command below to modify an environment variable.

> setenv variable 'string value'

If you need to change your output display, do the following command to set the

variable “panel”; otherwise, we do not recommend you doing this step.

e Android

//HDMI (1920 x 1080)

> setenv panel 'video=mxcfb0:dev=hdmi,1920x1080M@60,if=RGB24,bpp=32 video=mxcfb1:off
cea'

//7” LCD-PT (800 x 480) with RTP

> setenv panel 'video=mxcfb0:dev=Ilcd,LCD-WVGA,if=RGB24,bpp=32 video=mxcfb1:off'

/[7” LCD-AWT (800 x 480) with RTP

> setenv panel 'video=mxcfb0:dev=lcd,AWT-WVGA,if=RGB24,bpp=32 video=mxcfb1:off'

e Ubuntu

/IHDMI (1920 x 1080)

> setenv panel 'video=mxcfb0:dev=hdmi,1920x1080M@60,if=RGB24 video=mxcfb1:off'
DELTA COMPONENTS GmbH - Auweg 27 - D-79761 Waldshut-Tiengen - Tel.: +49/7751/8399-0 - Fax: +49/7751/8399-99
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/I7” LCD (800 x 480) with RTP

> setenv panel 'video=mxcfb0:dev=lcd,LCD-WVGA,if=RGB24 video=mxcfb1:off'
/[7” LCD-AWT (800 x 480) with RTP

> setenv panel 'video=mxcfb0:dev=lcd,SEIKO-WVGA if=RGB24 video=mxcfb1:off'

% For other LCD / LVDS panels we support, please contact to our sales in order to
get right string value.

5. Use the command saveenv to save the environment variables that you have

modified. If not saved, then any changes to the variables will not persist after a
restart.

> saveenv
Saving Environment to SPI Flash...
Erasing SPI flash...Writing to SPI flash........................... SUCCESS

done

6. Use the command boot to start the operating system.

> boot
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3.3 Connecting to the PC (for Android 4.2)

For Android systems, connect to a Windows PC by following the steps below:

O Install Android SDK
O Connectto PC with USB OTG cable
O Install USB driver

3.3.1 Installing the Android SDK

This chapter is intended for developers to quickly setup an SBC / Panel-Mount- / Open Frame
Panel-PC how to launch device demo applications from a host PC via a USB interface.

The host PC requires a Windows system (for example Windows XP or 7) and at least

a few gigabytes free disk space. The first time you launch a demo app from the host

PC, you will have to install a driver into the host PC.

Follow the steps below to install the driver and make the hardware connection:

1. Insert the software DVD into the host PC and find the Android SDK folder. Copy to
the host PC in a folder named <SDK>

2. Add the <SDK> folders to the path environment variable of the host PC:
3<SDK>\tools;<SDK>\platform-tools

3. The following figures illustrate the steps to add a path on a Windows 7 PC:
Computer > Properties > Advanced system settings > Environment
Variables.. > Path > Edit..

Screenshots for Windows 7
»

'™ » Control Panel » System and Security » ¢

File

View Tools Help

Edit

Manage

Control Panel Home : SN
Map network drive... View basic inforr

Disconnect network drive... '_’_{?‘ Device Manager Windows edition

Create shortcut I&' Remote settings Windows 7 Profes:
Delete ¥ System protection Copyright © 2009

Renamne 'ﬁy," Advanced system settings Service Pack1
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| Computer Name | Hardware | Advanced | System Protection | Remote |

PEITA COMPONENTS ®

You must be logged on as an Administrator to make mast of these changes.

Performance

Visual effects, processor scheduling, memony usage, and virtual memony

Iser Profiles
Desktop settings related to your logon

Startup and Recovery
System startup, system failure, and debugging information

| Environment Variables... |

Ppply

User variables for may.wang

Variable Value

TEMP %%USERPROFILE%\AppDataLocal{Temp
TP %l SERPROFILES\AppData'Local Temp

System variables

Variahle Value

05 Windows MT

PATHEXT .COM;.E¥E;.BAT;.CMD);.VB5;. VBE:. 15;....
PROCESSOR_A... AMDG4

[ New...

L o MpHE = ALWEed Z/7 - [)=-/Y/01 VWAIASNU=-11eNngen - lel  +44// /0 |

399-0 - Fax: +49/7751/8399-99
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3.3.2 Connecting to the PC with a USB OTG cable

Connect the power adapter to an SBC / Panel-Mount- / Open Frame Panel-PC
power jack and plug the power adapter to an AC outlet.

Wait for the SBC / Panel-Mount- / Open Frame Panel-PC to boot up and show a standard
desktop on the LCD screen. A standard Android desktop is similar to the following figure.

DELTA COMPONENTS GmbH - Auweg?27 - D-79761 Waldshut-Tiengen - Tel.: +49/7751/8399-0 - Fax: +49/7751/8399-99
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Connect the USB cable to a USB port on the host PC.

The following diagram shows a USB connected SBC / Panel-Mount- / Open Frame Panel-PC
and a Windows PC.

USB host
Connector

USB OTG
cable

Windows PC
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3.3.3 Installing the USB Driver (Android ADB Interface)

When first connected, the host PC will prompt you about detecting an unknown USB
device and ask you to install a driver. Choose to install software from a specific
location.

Find the USB driver in the software DVD and copy it to the host PC. Add the path of
Android USB driver as the search path for the wizard:

s;D:\android-sdk-windows\extras\google\usb_driver

After the driver is successfully installed, you will find an “Android Phone” with the
Android ADB interface in Device Manager.

Screenshots for Windows 7

) U Update Driver Software - TCCE300

How do you want to search for driver software?

< Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

< Browse my computer for driver software
Locate and install driver software manually.

Cancel
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K3 L Update Driver Software - TCC8900
Browse for driver software on your computer

Search for driver software in this location:

[#]Include subfolders

- Browwse...

. Letme pick from a list of device drivers on my computer

software in the same category as the device,

This list will show installed driver software compatible with the device, and all driver

-

@ [l Update Driver Software - TCCE300

Select your device's type from the list below.

Common hardware types:

=

ne Al Devices

@ 61883 Device Class
B Android Phone

ﬁ ANC Devices
%Batteries

2| Biometric Devices
ﬁ Bluetooth Radios
(M Computer

o Disk drives

R Display adapters
ol DVD/CD-ROM drives
,.z"ﬂFlupp}f disk drives

| »

m

[

Mext ][ Cancel

DELTA COMPONENTS GmbH - Auweg 27 - D-79761 Waldshut-Tiengen
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Install From Disk @

i Inzert the manufacturer's installation dizk, and then
= Ul oK
= rmake zure that the comect dive iz selected below.
Cancel

Copy manufacturer's files from:

O handroid-zdk-windowshextrazhgoogleuzb_driver

_ ==

@ [l Update Driver Software - TCCE300

Select the device driver you want to install for this hardware.

® (1 Select the manufacturer and model of your hardware device and then click Mesxt, If you hawve a
7)  disk that contains the driver you want to install, click Have Disk,

hAodel

Android ADB Interface
Android Bootloader Interface
Android Composite A0B Interface

/v, This driver is not digitally signed! [ Hawe Disk... ]

Tell e why driver signing is imporkant

[ Mext ][ Cancel ]

Update Driver Warning £3

Installing this dewvice driver is not recormmended because Windows
l % cannotwverify that it is compatible with wour hardware, If the driver is
not compatible, your hardware will notwork correctly and your

cormputer might becorme unstable or stop warking completely, Doyou
waht to continue installing this driver?
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oy U Update Driver Software - Android ADE Interface

Windows has successfully updated your driver software

Windowes has finished installing the driver software for this dewvice:

k Android ADB Interface

= Device Manager E'@

File Action Wiew Help

&= | T H=E

4 = user-PC01E
B Android Phone

'-ig{

Bl Aedroid ADE Interface
M Computer

g Disk drives

B Display adapters
e DWD/CD-ROM drives
= Flappy disk drives

== Floppy drive controllers

E"ﬁ Hurman Interface Dewices
g IDE ATASATAPL contrallers
I Keyboards
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To verify whether or not the driver is correctly installed, you can type adb devices at

the Windows command prompt. The attached SBC / Panel-Mount- / Open Frame Panel-PC
device will be listed with the device ID. If it does not show any attached devices,

repeat the previous steps to install the driver again.

C:~radbh devices
List of devices attached
ARBE12612081534570601 2 device

Now you can use the adb command at the command line to manage your connected
device. This allows you to copy files/directories to or from the device, run a remote
shell, install files/apps to the device, and can even run applications you develop
directly through an emulator.

We list some basic ADB command options here. This link has more details.

adb push <local> <remote> Copy file/dir to device

adb pull <remote> [<local>] Copy file/dir from device

adb sync [ <directory> ] Copy host->device only if changed (-1 means list but don't copy)
adb shell Run remote shell interactively
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http://developer.android.com/tools/help/adb.html

3.3.4 Installing Extra Apps

This part shows you how to install extra apps from the PC to the connected device.

After installing the Android ADB interface, connect the SBC / Panel-Mount- / Open Frame
Panel-PCdevice to the PC and verify that the device is attached.

. G =
E® Command Prompt i s ’ : 4 = |

Microsoft Windows [Verszion 6.1.76611 -
Copuright <c» 2009 Microsoft Corporation. All rights reserved.

C:~lUzers may_.wangrcd c:stemp

C = “~temp>

c:“tempradb devices
List of devices attached
A123456789ABCDEF device

The install file should be an .apk file. Type the command:
adb install <APK_file>

c:~tempradh devices
List of devices attached
312345678 2ABCDEF device

c:“temp*adb install CPU_Stats.apk

1321 KBrs (1841926 bytes in B.778:z>
pky: sdataslocal tmpsCPU_Stats.apk
Success

C = wtemp*

When it shows Success, your app has installed successful.
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3.4 Update firmware via USB dongle (for Android 4.2)

This section shows you how to update the firmware easily via USB dongle. You only
need to prepare the necessary image file and script file to achieve it.

® Hardware preparation:
1. Empty USB mass storage device (USB dongle) or empty MicroSD card.

® Software preparation:
1. The script file
(This can be found in your resource CD which is attached to the shipment and
the files are under the folder: \Tool\Android\System Update\)
2. Latest firmware image file.
(This can be found in your resource CD which is attached to the shipment and
the files are under the folder: \Binary Images\)

In your system application programs collection, there is an APP named “update”
which is for you updating the system firmware more easily.

WIDGETS

Step 1: copy the system update files(\Tool\Android\System Update\) into the
empty USB mass storage or microSD card.

Step 2: copy the latest image files(\Binary Images)) into the empty USB mass
storage or MicroSD card.
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Step 3: Execute the “update” app and the superuser authorization dialog will
pop-up, select the “remember choice forever” and click the button “Allow”.

Superuser Request

update is requesting Superuser access.

Warning: If you do not understand this, you should deny the request.

et

update

Developer Warning:
android. permission.ACCESS_SUPERUSER
not declared in manifest
This time only
Remember choice for 10 minutes

L Rememherﬁhoice forever

Step 4: Insert the USB mass storage or MicroSD card and press “OK”.

g update

* update from sd or usb disk

Step 5: The system will be restart and update the firmware after finished the
process.

Step 6: Unplug the power adaptor to reboot the device, then the device is

accomﬁlished the sQ/stem update procedure. _
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4. Running Software

4.1 Android

4.1.1 Settings

45

.-A_ g

Browser Calculator

[

Gallery

e

Search

WiFiManager

DELTA COMPONENTS GmbH -
www.delta-components.de

Calendar

Messaging

Settings

Auweg 27 -

Camera
—

P

Movie Studio

0

Sound Record Speech Recor

D-79761 Waldshut-Tiengen -

DevTools

@

Notepad v3

[,

Superuser

PFITA COMPONFNTS®

Downloads

=l
»

System Profile
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Sound
Adjust the volume

PFITA COMPONFNTS®

i} Bluetooth
(W Data usage
More...

DEVICE

) sound

¥ Display
&= Storage
E Battery

Apps
PERSOMNAL

7 Accounts & syne

@ Location services

DELTA COMPONENTS GmbH -

www.delta-components.de

Volumes
RINGTOME & NOTIFICATIONS

Phone ringtone

A da

Default notification
On The Hunt

SYSTEM

Dial pad touch tones
Touch sounds

Screen lock sound
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Display
Adjust the brightness, if supported by the panel.

i} Bluetooth

Brightness
(W Data usage

More.. Wallpaper

DEVICE
Auto-rotate screen

{1 sound

4} Display Sleep

&= Storage Fontsize

Mormal

E Battery

Apps
PERSOMNAL

7 Accounts & syne

@ Location services

%} Brightn

Automatic brightness

Note: In our Android system, like most of normal Android, there is the sleep mode
for power manages.

You can set the time out of sleep mode in Settings > Display > Sleep. The
minimum is 15 s. When time is up, the screen will be dim.
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Apps
Manage all apps. You can force-stop or uninstall an app that you have installed.

. :
Settings

i} Bluetooth
ONSD GARD

(W Data usage ——

[ superuser
B 1 peE

More...

DEVICE
492KB

{1 sound

¥ Display
&= Storage
Battery
Apps
ISONAL
Accounts & sync

Internal storage
Location services

Ed Bluetooth
(W Data usage

More.. Force stop Uninstall

DEVICE STORAGE
§) sound Total

App

USB storage app
= Storage Data

SDcard

¥ Display

Battery

Apps
ISONAL

Accounts & syne

Location services
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Language & Input
You can change the Ul display language and the default input methods.

. :
Settings

Language
Apps English (United States)
PERSONAL . .
Spelling correction

7 Accounts & sync

@ Location services o L Ll

. KEYBOARD & INPUT METHODS
& Security

DEET
B Language&input English

£ Backup & reset Android keyboard

English
SYSTEM
, SRHBENE
(© Date&time

" SPEECH
W Accessibility

Text-to-speech output
{} Developer options P P

Apps
PERSONAL

7 Accounts & sync

@ Location services
& Security
B Language&input

=0
£ Backup & reset

SYSTEM 3L (f4)

(© Date&time ;
fhz (E£68)

W Accessibility

) B#EE
{} Developer options
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4.2 Ubuntu Linux

Root Password: /inaro

4.2.1

You can reach settings and information for personal, hardware, and system here.
4) 10:33 R linaro %

System Settings

<

WebCam_Show

ConnectUtils

= B

CPU_Performace

ICN_Demo

System Settings

Real _Time_Update_
Run in Terminal

System Settings

Personal
- = e @ [ Ul
Appearance Keyboard Language online Screen Ubuntu One
Layout Support Accounts
Hardware
® O * s
a1 = L5
Additional Bluetooth Color Displays Keyboard Mouse and
Drivers Touchpad
- - Rl O &
Network Power Printing Removable Sound Wacom
Media Graphics
Tablet
System
B © ¢ © © =«
o’ h
Backup Software System Info Time & Date Universal User
Sources Access Accounts
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Screen

If you want to disable screen lock or disable turn off/dim screen, go to the Screen
option to change the settings.

System Settings

Personal
o ] oy
e = ¢ | #:3)
Appearance Keyboard Language Online Screen R
Layout Supporkt Accounts
Hardware
[ » e L]
E 9 j_-t.- @ E I'L_/
Additional Bluetooth Color Displays Keyboard Mouse and
Drivers Touchpad
& -4 1%} = r Z
Network Power Printing Removable Sound Wacom
Media Graphics
Tablet
System
= & & © @ :
per] o PR
Backup Software System Info Time & Date Universal User
Sources Access Accounts

Screen

All Settings

Brightness

| |Dim screen to save power

Turn off after: | Never -

Lock
| oFF |

Lock screen after: | Screen turns off |+

Note: In our Ubuntu system which release after 2014/5/20, we remove dim screen
function. So after you set like above, the screen would not turn off.
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4.2.2 Software Center

You can use the Ubuntu Software Center to install extra software.

< W) 10:36 R linaro

L

ConnectUtils
WebCam_Show

Real Time_Update_
Run_in_Terminal

_[:—Ij ¥
JUr s

Come and explore our favourites

Accessories What's New More
Developer Tools 47k, FreeWheeling Simutrans WebHTTrack Webs...
Education - L » Sound & Video Games M Internet

S Free Free el Free
Fonks
= uGet User Profile Editor VMPK

File Sharing E Themes & Tweaks Sound & Video

Graphics Free Free Free
Internet Qjackctl Kvkbd
OfFfice sound & Video EEEECH| Universal Access
Science & Engineering Fias Fies
Sound & Video | | Top Rated More |
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4.2.3 Update Manager

If the Update Manager for Ubuntu appears, please close it. Do not use it to update
the system. We do not offer any support should you use the system update manager.

Software updates are available for this computer

ﬂ If you don't want to install them now, choose "Update Manager" from
Applications later.

é Not all updates can be installed

Run a partial upgrade, to install as many updates as possible.

o
This can be caused by:
* A previous upgrade which didn't complete
™ * Problems with some of the installed software
* Unofficial software packages not provided by Ubuntu
* Normal changes of a pre-release version of Ubuntu

K 3
Ial:e5|
| Partial Upgrade | Close N |
lDESkIIPLIUII OT UpJacc
| |Settings... | Close |

Software updates are available For this computer
If you don't want to install them now, choose "Update Manager” from

L

Applications later.

& Important security updates

6 You must check For updates manually

Your system does not check For updates automatically. You can configure this
behavior in Software Sources on the Updatestab.

& Hide this informationin the future

| Check || Close b .
b Description of update
¥ |Settings... | | Close
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Update Manager

Software updates are available For this computer

If youdon't want to install them now, choose "Update Manager” from
Applications later.

& Important security updates |

& The GNU assembler, linker and binary utilities
binutils (Size: 2.3 MB)

& system service to manage device colour profiles - system daemon
colord (Size: 89 kB)
i 348updates have been selected. 210.4 MB will be downloaded.

You may not be able to check for updates or download new updates.
| Check | Ilnsl:all Updates‘

# Description of update

Settings... Close
| | [y
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5. Touch Panel Calibration

5.1 Android RTP re-calibrate procedure

If you want or need to calibrate the touch for any reason such as:
® Touch is not accurate

® You have changed output

® |tis your first boot after you updated firmware and set output.
Use the commands to calibrate after devices boot.

When device power on, please notice the messages from console show ‘adb_open’,
while the message occurred, quick input or paste character “stop” and press “Enter”
key to stop the system booting process. Further then input below commands:

adb_bind_config
adb_open
# stop
/Inow the system would stop and display stays at penguin icon
# ts_calibrator

/Inow there would be a white “} at left, it is calibration point

Here is an example of the console message.

android_ush: a ' dizabled
::1.ru:|r'|:|i|:|_ 30> izahled
mtp_bind

a :||:|_|:| i r||:|_l:: anf i £

When the calibration point ‘}+* shows, please quickly and accurately touch the cross
on panel. Be careful that this calibrator is with timeout function. If it is timeout, just
input ts_calibrator again.
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After touching several crosses, there will appear a green and red small square. Touch
the left green one a while. It is accurate confirmation function; all blue crosses should

be within the green square. If not, the calibrator will let you calibrate again
automatically.

Finally, reset power or keyin start to continue system.

# start
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5.2 Ubuntu RTP re-calibrate procedure

5.2.1 Ubuntu 11.10

For the Ubuntu 11.10 version, if you want to re-calibrate the touch function, please
kindly key in following commands on the console terminal after system booted:

#rm -f /etc/pointercal
/Idelete calibration file
# shutdown —r now

/lthen reboot
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5.2.2 Ubuntu 12.04

For the Ubuntu 12.04 version, if you want to re-calibrate the touch accuracy, please
kindly follow below steps to accomplish the calibration:

1. First, connected keyboard, mouse and Internet (Ethernet port).

2. Open Ubuntu terminal window which on the left hand side shortcut list.

3. On the terminal window, please input below command line.
~$ xinput_calibrator --device ak4183ts

Note
If you can’t do [xinput_calibrator], please try to get the app first as following below step:
On the terminal screen, please input the command line which in red.
~$ sudo apt-get install xinput-calibrator
And input password: 1inaro

4. Now you can start calibrating. When calibration is successful, program will be
closed automatically and showed some information.

Terminal 13 <) 03:03 R linaro &%
linaro@linaro-ubuntu-desktop: ~
@ ﬁ linaro@linaro-ubuntu-desktop:~$ xinput_calibrator --device ak4183ts

Y

lictocth calibrating EVDEV driver for "ak4183ts" id=18
P\_}Zt:)tg 3 current calibration values (from XInput): min_x=63, max_x=3951 and min_y
prerences -3828, max_y=34

v / Doing dynamic recalibration:

w / Setting new calibration data: 71, 3951, 3839, 29

serformance
--> Making the calibration permanent <--
copy the snippet below into '/etc/X11/xorg.conf.d/99-calibration.conf’

Section "InputClass"”

Identifier "calibration”
h MatchProduct "ak4183ts"

Option "Calibration" "71 3951 3839 29"

EndSection

linaro@linaro-ubuntu-desktop:~$ I

5. Now, test the touch function is functional or not. If not, please go to step 3 and

calibrate again.
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6. Copy the content between [Section “InputClass™] and [EndSection] (refer

below picture in white block)
Terminal 1, <) 0303 R linaro 4%

-~

linaro@linaro-ubuntu-desktop: ~

linaro@linaro-ubuntu-desktop: xinput_calibrator --device ak4183ts

Calibrating EVDEV driver for "ak4183ts" id=10

3 current calibration values (from XInput): min_x=63, max_x=3951 and min_y
=3828, max_y=34

Doing dynamic recalibration:
Setting new calibration data: 71, 3951, 3839, 29

--> Making the calibration permanent <--
the snippet below into '/e X11/xorg.conf.d/99-calibration.conf’
"InputClass”
Identifier "calibration"
MatchProduct "ak4183ts"

Option "cCalibration" "71 3951 3839 29"
EndSection
linaro@linaro-ubuntu-desktop:~$

7. On terminal screen, please input
~$ sudo gedit
And input password: 1inaro

8. Paste the content what you copied just now in the gedit.

Text Editor 1y «)) 03:07 R linaro

% *Untitled Document 1 - gedit
File Edit View Search Tools Documents Help --device ak4183ts

: o |+ ) e 55" . .
E- P‘ Open -~ B save = & undo nin_x=63, max_x=3951 and min_y

*Untitled Document 1 3%
Section "InputClass”

Identifier "calibration”

MatchProduct "ak4183ts"

Option "Calibration” "71 3951 3839 29"
EndSection

| i/99-calibration.conf’

PlainText = Tab Width: 8 ~ Ln 6, Col 1
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9. Save the file under the path /usr/share/X11/xorg.conf.d/
And named the file as 99-ak4183ts.conf

Then, close gedit.
Text Editor B Ty <)) 03:09 R linaro {if

Save As

Name: [99-ak4183ts.conf] |
Save in Folder: |.:1 | usr | share ‘ %11 | xorg.conf.d |Create FolcharI
Places MName v | Size Modified
Q, search [ 10-evdev.conf 1.1kB  10/16/13
@ Recently Used |1 11-evdev-quirks.conf 590 bytes 06/13/12
& root |1 11-evdev-trackpoint.conf 364 bytes 06/13/12
£l File system |1 50-synaptics.conf 956 bytes 08/31/12

|| 50-wacom.conf 842 bytes 10/16/12

| 51-synaptics-quirks.conf 590 bytes 08/31/12
e | | AllFiles v

Character Encoding: | Current Locale (UTF-8) ~ | Line Ending: |Unixj’Linux v

| cancel || sawe

10.Finally, reboot to check whether touch is correct or not.
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